
CONTROL PANEL 
VEGA MK2

Standard 4m.

FAN COIL 
DIGITAL CONTROL

Remote temp 
probe MSENS 

(optional)

C742-01  07/13

FAN COIL WIRING SCHEMATIC

FAN COIL

SINGLE FAN COIL CONFIGURATION

Fresh water 
temp probe 

Water valve 
M76660 (optional) 

Mains supply 
230V-50/60Hz

Strip heater 
(optional)

 CONTROL PANEL 
VEGA MK2

FAN COIL 
DIGITAL CONTROL

           Remote temp probe MSENS 
(optional)

FAN COIL #1  

MULTIPLE FAN COIL CONFIGURATION

Water valve 
M76660 (optional) 

Mains supply 
230V-50/60Hz

Strip heater 
(optional)

FAN COIL  #2
DIGITAL CONTROL 

FAN COIL #2 

Water valve 
M76660 (optional) 

Strip heater 
(optional)

             Bus cable

 Fresh water temp probe 

FAN COIL  #3
DIGITAL CONTROL 

FAN COIL  #4
DIGITAL CONTROL

Mains supply 
230V-50/60Hz

Fan motor cable 
3x1.5 SHIELDED

Mains supply 
230V-50/60Hz
Mains supply 
230V-50/60Hz

Fan motor cable 
3x1.5 SHIELDED

*
**

  Vega MK2 panel must have the sw release 5.6 or higher

     Only ONE fresh water temperature probe in Multiple configuration

         Only ONE optional ambient remote temperature probe

            Maximum total bus cable length = 30 m

*

**

***

***

Fan motor cable 
3x1.5 SHIELDED

FAN COIL  #2
DIGITAL CONTROL 

****

****

                    Bus cable****

                    Bus cable****
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